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Trademarks

NetWare is a registered trademark of Novell Inc and Windows 95/98/Me and Windows
NT/2000/XP/2003/Vista are registered trademarks of Microsoft Corp. All other brands and
product names are trademarks or registered trademarks of their respective owners.

Copyright

No part of this publication may be reproduced in any form or by any means or used to make
any derivative (such as translation, transformation or adaptation) without the express written
consent of the manufacturer as stipulated by the United States Copyright Act of 1976.

FCC Compliance Notice: Radio Frequency Notice
This device complies with part 15 of the FCC Rules. Operation is subject to the following two
conditions:
1. This device may not cause harmful interference.
2. This device must accept any interference received, including interference may cause
undesired operation.
Note: This equipment has been tested and found to comply with the limits for a Class B digital
device, pursuant to Part 15 of the FCC Rules. These limits are designed to provide
reasonable protection against harmful interference in a residential installation. This
equipment generates, uses and can radiate radio frequency energy and, if not installed and
used in accordance with the instructions, may cause harmful interference to radio
communications. However, there is no guarantee that interference will not occur in a
particular installation. If this equipment does cause harmful interference to radio or television
reception, which can be determined by turning the equipment off and on, the user is
encouraged to try to correct the interference by one or more of the following measures: (1).
Reorient or relocate the receiving antenna, (2). Increase the separation between the
equipment and receiver, (3). Connect the equipment into an outlet on a circuit different from
that to which the receiver is connected, (4). Consult the dealer or an experienced radio/TV
technician for help.

Important Note:

FCC Radiation Exposure Statement

This equipment complies with FCC radiation exposure limits set forth for an uncontrolled
environment. In order to avoid the possibility of exceeding the FCC radio frequency exposure
limits, human proximity to the antenna shall not be less than 20 cm (8 inches) during normal
operation.

This transmitter must not be co-located or operating in conjunction with any other antenna or
transmitter.

FCC Caution: Any changes or modifications not expressly approved by the party responsible
for compliance could void the user’s authority to operate this equipment.”

All contents and specifications are subject to change without notice.

(€ FE

Part No. PS636U2PW-V1.4



1. Introduction

Product Overview

The external print servers enhance capability by letting you place your printers at convenient
locations directly on the Ethernet network, and by increasing network printer performance
and management. Please note that the print server does not support printing with host-based
printers, e.g. CAPT, GDI, PPA.

Network Management

The print servers support the Simple Network Management Protocol (SNMP), which remote
printer management and a warning. A standard SNMP agent is permanent on these print
servers. Any standard SNMP-based application can be used to access and manage these
print servers.

Network configuration

The print servers provide an embedded web server that can be accessed via a proper web
browser. We also subsidiary Windows-based PSAdmin utility which help administrator to
setup print server environment.

Components and Features

802.11g Wireless Print Server

« 1-Bi-directional parallel port (IEEE 1284) for port 1(PID1)

e 2-USB 2.0 High Speed ports for port 2, 3(PID2, 3)

 Fast Ethernet network port: RJ-45 for 10Base-T or 100Base-TX

e 1 Setup CD contains driver and manual for Windows 95/98/Me/NT/2000/XP/2003/Vista
» One external AC power adapter

e One Quick Installation Guide

« Built-in Reset Button




LED Indicators

LED State Indication
Power On (Green) The Print Server’s power is on.
off The Print Server’'s power is off.
Blinking for POST|When power switched on, the Status indicator will flash five
Status .
(Red) times, and then off.
WLAN |Blinking (Green) Indicatin.g. the linkage and data transmission via wireless
connectivity.
100Mbps |On (Green) LAN Port has a valid network connection at 100Mbps.
10Mbps |On (Orange) LAN Port has a valid network connection at 10Mbps.
Parallel |Blinking (Green) |Data is being transmitted via Parallel Port.
USB1 Blinking (Green) |Data is being transmitted via USB Port at USB 2.0.
Blinking (Orange) |Data is being transmitted via USB Port at USB 1.1.
USB2 Blinking (Green) |Data is being transmitted via USB Port at USB 2.0.

Blinking (Orange)

Data is being transmitted via USB Port at USB 1.1.

Before you start, you should prepare the following items:

One printer
One printer cable
One 802.11b/g Access Point (optional)

Hardware Installation

One Windows-based computer with print server setup CD

To install the print servers, you need to complete these steps:
» Confirm that your printer parallel port or USB Port works well.

» Connect the print server to the network and printer, and plug in the print server.

Follow these instructions to install the print servers, please refer to any peripheral
you are connecting to the print server:

1. Turn off the printer's power.

2. Connect the print server to your printer with the supplied printer cable.

3. Turn the printer's power on.

4. Plug the AC power adapter into the power connector on the print server.

5. Wait 10 seconds as part of the print server’s Power On Self Test (POST).




Note: The Status LED should be flash five times when POST. If not, please contact your
local dealer for repair or replacement.

Rear Panel
1
LAN USB1 USB2
PARALLEL
PARALLEL is Port 1(PID1)
USB1 is Port 2(PID2)
USBZ2 is Port 3(PID3)
Network Environment
Wired Network with Print Server:
—, ’ (. =0 P —
= Print Server HUB
Printer
== == ==
Computer Computer Computer



Wireless Network with Print Server:

Infrastructure (Access Point) Mode:

—L— e

0EE00R0RRE T

- Print Server Access Point HUB

Printer
= A o) e e L=
Laptop Laptop Computer Computer Computer

Ad-Hoc (PEER-to-PEER) Mode:

. =
Print Server

Printer



2. Print Server Installation

Preparation

To meet users’ network printing needs in today’s heterogeneous and multiple protocol
networking environments, the print server supports industrial standard protocols, including
TCP/IP, IPX/SPX, NetBEUI and AppleTalk. This means that the print server supports the
most popular network operating systems today, including NetWare, Windows
95/98/Me/NT/2000/XP/2003/Vista, UNIX systems and Macintosh computer. As such, there
might be several ways to deploy the print server on your network.

Supported Networks

Print server supports a variety of network protocols, including TCP/IP, IPX/SPX, NetBEUI
and AppleTalk. In addition, we provide software for network configuration on the following
networks:

* Novell NetWare 3.12, 4., 5.%, 6.0, 6.5 (Bindery and NDS)
» Microsoft Windows 95/98/Me

» Microsoft Windows NT/2000/XP/2003/Vista

» Apple EtherTalk

e UNIX /Linux system

« Internet (via Internet Printer Connection software)

Configuration Solution Table

Setup Operating Function Remarks
System
PSAdmin utility / Setup Wizard
Windows 95/98/Me Install a single |Easy printer installation runs from print server
Windows network ona |setup CD
NT/2000/XP/2003/Vista|peer-to-peer
network
Embedded Web server
Windows-based Remote setup |Support Microsoft Internet Explorer 5.01 or
system, Mac OS, print server from|higher, Mozilla Firefox, Netscape 7.2 or higher,
Linux... private LAN etc.
Internet Printing Protocol(IPP)
Windows Printing via the |Allows saving distribution of HQ hardcopy
NT/2000/XP/2003/Vista|internet to document over Internet, replacing fax, mail
Internet Printing




Protocol-
enabled print
server

Comment

Configuration solution Table has many installations way to setup Windows 95/98/Me,
Windows NT/2000/XP/2003/Vista, NetWare, UNIX / Linux system and Mac computer. Firstly,
we introduce PSAdmin utility. Then we will discuss Embedded Web Server Installation with

print server.



3. Software Installation

The PSAdmin is a proprietary Windows-based management program that can assist you in
configuring and managing your print server in NetWare environments. The program can be
installed from the setup CD of print server.

Installing the PSAdmin and Print Server’s Driver

1. To enable network communication with print server, your computer must have a proper

IP address, e.g. 192.168.0.100 (the print server’s default IP is 192.168.0.10)

Insert the setup CD into your CD-drive. The autorun program will be started.

Choose one to install the print server and configure the connected printer.
ﬁl’n’.nt Server Setup Wizard |X|

wnN

NetworkgsPrint'Server,Setup

Setup Wizard Welcome fo the Network Print Server CD ROM
Browser, Select one of the options to continue,

—
Documentation Z z Q
Exit]
\ A
Note:

For setup wizard under Windows Vista, you have to choose the Run as administrator
by right-click the icon on desktop.

4. Click Next, the wizard will automatically discover the print server.

10



Welcome to the Network
Print Server Setup Wizard

This Wizard guides yvou through the installation of the Mebwark print
serverthat is connected to the lacal area netwark on this computer.

Select A Print Server

Change Settings Befaore you proceed, make sure the print server and the printer are

] praperly connected and turned on.
Configure Wirele

Configure TCP }
To continue, click Mext.

Select a Prin
Version 0.95.01

Cancel |

5. From the Select A Print Server screen, select the print server port that you want to
configure and click Next.
oTk Print Server setup Wiz

Select A Print Server

3 This Wizard has found the following print servers on the network.
Welcnmg Select a print server that you want to set up from the list.

Select A Print Server, ;
- Detected print servers on your local network

Change Settings

Device Mame IP Address | MAC Address | Port |
3 _F' rit on 1 A0 00 oo il
3F_PrintSenG3GEON  192168.010 00:40.01:636800 2
3F_PrintSenBIGEO0  192168.010 00:40.01:6368:00 3

Configure Wireless

Configure TCP

Save Settings

Select a Prin
<] ] 2]

[fthe print serveryou want to set up is not displayed, Refresh I
check the connection and click Refresh.

Mote : Ifyour print server has just heen turned on, it may take a few
minutes for the print server to initialize hefore it can be detected and

displayed by the wizard.
< Back | Mest » II Cancel

11



Note:
Rear Panel

mﬁﬁ

LAN USB1 USB2

PARALLEL

PARALLEL is Port 1(PID1)
USB1 is Port 2(PID2)
USB2 is Port 3(PID3)

6. Onthe Change Settings screen, select No or Yes:

/ork Print Server Setup Wizard

Change Settings

This Wizard allows the network administrator to change some hasic
settings of the print server. Ifyou are not the netwark administrator, do

not change settings. Wrang settings may cause the print server not to
function properly.

* ¥es, |wantto change settings

Passwaord: |

' Mo, | dontwant to change settings.

To change settings, you must enter the passwaord. A brand-new
Mletwork print server has no default password. Ifyou are configuring a
|wireless print serer and it's now operating in Diagnostic mode, you

| don't need to enter the password.
¢ Back ﬁ Mewt > II Cancel |

Click No if you want the print server to keep using the default IP address and keep the default
Infrastructure settings:

12



Infrastructure mode

SSID: <ANY>

Encryption: none

DHCP client: Off

IP address: 192.168.0.10
Subnet Mask: 255.255.255.0

Click Yes if you want change wireless settings or assign a static IP address to the print
server:

On the Basic Wireless Settings screen, select Communication Type according to
your network:

- Infrastructure

- Ad-Hoc

Enter the proper SSID of your wireless network.

- Channel: optional

- Data Transmit Rates: select Auto or others

- Transmit Mode: select Auto or others

On the Wireless Security screen, enable or disable WEP/WPA encryption, configure
according to your wireless network and click Next.

On the TCP/IP Settings screen, specify a fixed or dynamic IP address for the print
server, a fixed IP address is highly recommended. Click Next.

Note:

1. The IP address of print server must be within the same subnet as your network adapter.
2. After you save the new IP address, the print server will automatic reboot once to make
ready for the new IP address. It may take a couple of seconds.

In the setup wizard, select an already configured printer from the list, click Next, Next
and then Finish to complete the installation.

or

Select Add New Printer if the print server is connected to a printer that hasn’'t been
installed before and does not appear in the list.

13




Network Print Server Setup Wizard

Select A Printer

TheWizard now helps yau 2et up the printer that is connected to the
print server. You can either select a printer that has already heen
installed on this computer or add a hew printer.

Select a printer fram the fallowing list Add Mew Printeri

Printer Marms l Port I

Samsung ML-1750 Se

To add a new printer, you need a printer installation CDIdiskette ar
the driver file that you've downloaded fram the Internet,

< Back I Meut » I Cancel |

8. Click Add New Printer to launch Windows Add Printer Wizard.

Add' Printer Wiza

Welcome to the Add Printer
Wizard

Thiz wizard helps you install a prinker or make printer
connechions.

L If your have a Plug and Play printer that connects

xhl() through a USE port [or any other hot pluggable
port, such az IEEE 1394, infrared, and =0 on], you
do not need to uge this wizard. Click Cancel to
cloze the wizard, and then plug the printer's cable
into pour computer or point the printer toward wour
computer's infrared port, and tur the printer an.
Yfindows will automatically install the printer for pou,

To continue, click Mesxt,

Cancel
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9. Click Next and select Local Printer, make sure the Automatically detect and install
my Plug and Play printer check box is NOT checked. Then click Next.

Add Printer Wizard

Local or Hetwork Printer
The wizard needs to know which bwpe of printer to zet up.

Select the option that dezcribes the printer you want to use:

(*)iLocal printer attached to this computes

[ ] sutomatically detect and install my Plug and Play printer

() A network prinker, or a printer attached to another computer

L To zet up a network, printer that iz ot attached to a print zereer,
\"!I') uze the "Local printer' aption.

[ < Back Hest = ][ Caricel J

10. Make sure the Use the following port radio-button is clicked and select LPT1:
(Recommended Printer Port) from the pull-down list. Then click Next.

Select a Printer Port
Computers communicate with printers through ports,

Select the port pou want wour printer to use. [Fthe port is not listed, you can create a
newy pork,

(%) Uze the following part; [v]
Maote: Mozt computers use the LPT1: port to communicate with a local printer,
The connector for thiz port should look zomething like this:

ILPT1: [Recommendead Printer Port]

- %\ \‘g\

[ ok
o
Py Ty ", —9
F e —
” e

() Create a new port:

[ < Back Hest = ][ Cancel J

15



11. Select Manufacturer and Printer from the lists of printer’s driver. Then click Next.

12.

Install Printer Software
The manufacturer and model determineg which printer zoftware to uze.

&

ek Select the manufacturer and model of wour printer. |f your printer came with an installation
E dizk, click Hawve Dizk. |f vaur prinker iz nat lizted. consult paur prinker dacumentation for
compatible prinker saftware.
M anufacturer #| | Printers ||
Gestetner S HP LaserJet 1100 [M3)
B HP Laseret 1200 Seriss PCL &
; | 3,9” HP Lazerlet 1200 Senes PS5 [M5)
infotec | b : _
P e | - A bt
_“5,}' Thiz driver iz digitally zigned. I Windows pdate ] I Hawe Dizk.... I
Tell me why driver signing ig important
I < Back ‘ Mest = ] I Cancel I

If you already have the printer’s driver installed, you will be asked whether to keep it or to
replace it. Click Next. Supply a name for the printer and choose whether you want to
make it your default printer. Then click Next.

13. Then, choose whether you want to share the printer with other network users, print a test

14.

page (please select No.), etc. Select the appropriate radio-button and click Next and
Finish.

In the setup wizard, finish the installation by highlighting the installed printer in the
Select a Printer list and click Next, Next -> Finish.

16



twork Print Server setup Wizard

Select A Printer

3 TheWizard now helps you set up the printer that is connected to the
Welcumg print server. You can either select a printer that has already been
installed on this computer or add a new printer.

Select a printar from the following list Add Mew Printeri

Frinter Mame | Fort

Select A Print Serw:i%

Change Settings

Configure Wireless!

HF Laser)et 12 ]

L
PCLA UsB001

Configure TCF‘."'I_- Samsung ML-1750 Series

Save Setting

To add a new printer, you need a printer installation CDidiskette ar
the driver file that you've downloaded fram the Internet,

< Back . Meut » I Cancel |

15. From Windows system, go to start -> Printers and Faxes and highlight your newly
installed printer.

% Printers and Faxes

File Edit Mew Favorites Tools Help i

OBack J lﬁ; pSearch [E“ Folders ' I x n

address %2 Printers and Faxes 4 | &0
Printer Tasks éé
Samsung
ML-17...

See Also

Other Places

Details

HP LaserJet 1200 Series
PCL

Documents: O

Status: Ready

Model: HP Laserlet 1200 Series
PCL

Status: Ready Docurnents: O

17



16. Right-click, select Properties -> Ports and veri

£ HP LaserJet 1200 Series PCL Properties

.Geneml Sharing| Ports |Aa:|\ranced .Device Settings |

that the print server’s port appears.

T ]
r\::é HFP Laserlet 1200 Series PCL

Prirt to the following portis). Documents will print to the first free

checked port.
Port Description Printer b
O coma: Sesial Port
O coma: Serial Port
LI FILE: Prirt to File
O useoot Vintual printer port ... Samsung ML-1750 Series
LPT:PS5401-1 152.168.0.10PIC:1  HP Laserlet 1200 Seres I8
A | &

|  AddPor. || DeletePot | [ Configure Por..

[] Enable prirter pocling

Close

17. Go to General; click Print Test Page to verify the configuration.

18. Done.

Note:

If you wish to install more print servers, start setup wizard from your Windows Start menu: start -> All
Programs -> Network Print Server -> PSWzard and repeat the installation procedure.

18




Using PSAdmin

After the software of setup CD is successfully installed, starts PSAdmin utility from your
Windows Start menu: start -> All Programs -> Network Print Server -> PSAdmin. The
screen will then appear as follow picture.

< pSidmin
File Wiew Help

ENOa8 B |3

Dievice Mame | MAC Address | Print Server Name | F ' Version Status
@SP_PrintServEuSEuDDF\ 00:40:07, 63 60:084 DEFALLT PS _MAME 6,03,40E 0002

| L MAC Address : 00:40:07:63:60:04
Model : 40 Fll Wersion © 6.03,40E 0002
{g Parts

Wireless

ZE| Met'Ware

& TCPJIP

D. Apple Talk

[gh Advanced

3P_PrintServE236004

[ [ [

Ready

All print server(s) on the LAN will be displayed along with their respective device name, MAC
Address, print server name, firmware version, and status. The terms are defined as follows:

Device Name: The name of the print server hardware used for identification purposes.
MAC Address: The Ethernet address of the print server.

Print server Name: The print server to which the device is attached.

Version: The firmware version of the print server.

Status: To come up a Printer’s status presently.

Wizard

Wizard is a configuration program that can assist you in setting up the necessary parameters
for your print server device to function. Setup a print server by using Wizard.

TCP/IP Wizard

1. Click Wizard button just like a picture <M> .and select TCP/IP Wizard.

19



Please select one of following wizard(s) :

Configuration q EL

Wizard TCPAP Wiz ard Fletviare
wWizarc

De=cription

TCPAP Wizard can assist you in setting up the necessary
paramesters for TCPAP printing.

Mesxt [~ | P Cancel |

Select “Obtain an IP address from DHCP server”. If there is a DHCP server on your
network. This option allows the print server to obtain IP-related settings automatically
from your DHCP server. This setting, by default, is disabled. If you would like to manually
specify an IP address to the device, please skip to the following step.

In the IP Address option, type an IP address for the print server. The IP address must
meet the IP addressing requirements of the network segment.

TCP/IP Wizard ]|

— TCPAP Wizard

An P address can be automatically assigned to the
ﬁ_‘ print =erver by a DHCP server. If your network does
Conﬁgurati{}n not hawve a DHCP zerver, pleaze specify an IP
Wizard address for the print server.

" Obtain an IP address from a DHCP server
' Specify an P address;

P Address: | 192 . 166 _ 10 148

Subnet Mask: | 255 , 255 , 285 | O

Gatewsay |192 183 10 10

-~ Back | n” K | P Cancel |

(Optional) In the Subnet Mask option, type the Subnet Mask your LAN or network
segment is currently configured to use.

(Optional) In the Gateway field, type the IP address of gateway.

When done, click OK button. The program will save the above settings into the print
server.

Done

20



NetWare Wizard
1. Log into your NetWare file server as a Supervisor (Admin.) or equivalent.

2. Click Wizard button just like a picture <M>.and select NetWare Wizard, as follow

picture.
NetWare Wizard x|
—hetvare Wizard
% Prirt Server Name : I DEFALLT_PS_NAME
Conﬁguratlon " Nefiare Server:  |FS-D1RD-V312 =l
Wizard
Print Server GQueue(s)
H.H T | PSB-Q18
r
E = .
- 2:
9‘; !
=r | =%
Linux UNLX 3: |
|
NetWare
Windows 95
Windows g8

- Back | o OK | 2 Cancel |

3. Select the NetWare File Server to which the print server device will be attached.
4. Type in a Print server.

5. Type in a Print Queue Names.

Note: Each print queue corresponds to each print port of the print server.

6. Click OK.
7. Done.

8. From your NetWare client computer, such as Windows 95/98/Me, create a printer that is
connected (redirected) to one of the NetWare print queues serviced by the print server.

Manual Setup

Manual Setup is a configuration program designed for more experienced users. Also, all the
configurations here can be configure by the WEB management of print server. You can refer
to the Chapter 5.

General:

1. Select the print server that you wish to configure.
2. Click Properties in the tool bar and the following screen will appear, Properties button

just like a picture <@>, as follow picture.
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3P_PrintServ636004 Properties FS_(|

G General 1 & wireless | € TPP | = netwiare | [ pr | ¥

General Information :

E Device's information :

= MAC Address ;00 40:07:63:60:04,
FAaM Yerzion : 6.035 40E 0002

Print Server Model : 40

Configuration RURLRERS =

Device Mame - | 3P_PrintSeryG36004

Setup Passyword

To prevent unauthorized users from changing device
% settings, you can set up password for this print server.

s K P Cancel

Then, user can change the print server's device name and password. Default is no
password.

Wireless: _
3P_PrintServ636004 Properties g|
' ] G Torr | =) netware | 2] A ]
-Wireless Setting -
The page allowws you to zet up this print server to be an
Access Poirt or & wireless station on the netwiark.
Print Server Access Poirt : | |
Configuration

hocle Jlnfrastructure Lj

ESSID ] = ANY =
Charnel ;| g [1-111

Basic Rates 3].&utu:u L]

General | Advanced | WEP |

O P Cancel

User can change the print server’'s wireless settings and security to match his current
wireless network.
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TCP/IP:

3P_PrintServ636004 Properties ;
g;";i General ] g Wireless TCF'-"":‘] Metiare ] [2] gt ¥

TCRAP Settings

< An P address can be automatically assigned to the print
ﬁr zerver by a DHCP server. If yaur netwark does not have a
DHCP zerver, please specify an [P addresz for the print

Print Server SRR
Conﬁgura tion " Chtain an IP address from a DHCP server
i Specify an IP address

PAddress: | 192 168 O 10

SubnetMask: | 255 , 255 | 235, O

Gateway - ]U_D_EI_I:I

s O P4 Cancel

User can change the print server’s IP address. Default is 192.168.0.10/255.255.255.0.
We highly recommend specifying a fixed IP address for the print server

Netware:
3P_PrintServ63600A Properties

MetWare Settings

Print Server hatmne : | FALILT

" Polling Time ; :JJ (Sec)
Print Server

Conﬁguration Bindery Settings

;E MNetWare Server
& =)

MNDS Settings

Tree Mame ]

Cortext 1

Encrypt Password

Specify the password the print server uses to logon the
% MNetWare server.

Pazsweard

s OK ¥ Cancel

User can change the print server’'s Netware settings to match his current Netware network.
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Apple Talk:

IP_PrintServ6 36004 Properties @

& wireless | G Tore | =) netvvare ?"El"'ﬁiiiiiié"fé'l'li"él =4 ]
Apple Talk Settings -
Q The print zerver can automatically search and link itzelf to

the default zone that i =6t on the AppleTalk router, or wou
can type an AppleTslk Zone name that you wwart the print

Brint Server server to belong to,
Conﬁguratiun Zone Mame : I

The part name is for idertification purpose or just leave it in
default (recommended).

PartMame: | ATALK_PS

Printer type
Printer Type Diata Format
Port 1 - |Laset‘l.-'\l‘r'rter iTEICP LJ
Part 2 : | Lazeririter ]TEICP L]
Part 3: | Laser¥riter iTEICF‘ j

e OK ‘ P Cancel |

User can change the print server’s AppleTalk settings to match his current Mac OS network.
SNMP:

3P_PrintServ636004 Properties &|

ShMP Settingz
(el . =MMP iz used for remote monitaring and configuration of the

?.—-I print server.

; Contact |
Print Server

Configuration Location: |

Accepted Community Mames

public Read Only
public Read Only

Al I Mu:udify] Hemu:uve|

[ SNMP Traps
I_ g

s 0K > Cancel

User can change the print server's SNMP settings.

Advanced:
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3P_PrintServ6 36004 Properties

Settings

ﬁ [ Enable Metiwiare Bindery printing
i

[ Enable Metware NDS printing

Print Server
Configuration

Printer

You can change the print speed to match your printer's
sheed.

( Fa: g o

Bi-directional support
[P [ Patz [T

s OK P Cancel

User can enable the print server's Netware Bindery/NDS printing support.

Upgrade

Upgrade allows the user to upgrade the print server device. In order to upgrade the unit
please perform the steps as follows:

1. Click Upgrade button just like a picture <@>, as shown as follow picture

Upgrade

Upgrade the print server nowe, or download the nevvest version
PSAdmin and print zerver's firmyare from the internet.

Uiy % Genersl Upgrade]
anar-:l Upgrade the print server's fitmware.

Mext [~ ¥ Cancel
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2. select General Upgrade. Make sure that the upgrade file(*.bin) is located in the same
directory as PSAdmin.

Reset

1. Click Reset button just like a picture <E>.

2. Reset allows the user to reset the print server device in order to establish a new
connection or for new settings to take effect.

Refresh

o
1. Click Refresh button just like a picture <>.

2. Refresh searches all attached print server(s).
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4. Internet Printer Connection and HP Web JetAdmin

IPP Overview

Print server(s) support the Internet Printing Protocol (IPP). Using the appropriate software on
your system, you can create an IPP print path from your system as Windows PC over the
Internet.

Note: For incoming print path requests, the network administrator have to configure the
firewall to accept incoming IPP requests.

Windows NT/2000/XP/2003/Vista

For Windows NT/2000/XP/2003/Vista, you can use a supported Web Browser, for example,
Netscape or IE to view the embedded web server on the print server. Contact your
administrator to get the IP address or URL of the printer and browse to the print server's web

page.
For example, to install Windows 2000 by IPP service you must follow below information:
1.Click Start button.

2.Select Settings, and then select “Printers” option.

3.Click Add Printer icon. Appear welcome to the add printer wizard, Click Next.
4.Select Network printer option, and then click “Next”.

5.Select Connect to a printer on the Internet or on your intranet option, appear as follow
picture.
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Add Printer Wizard

Locate Your Printer
How do pou want to locate your printer?

If you don't know the name of the printer, you can browse for one on the netwark.

‘what do pou want to do?

= Tupe the printer name, or click Mext to browse for a printer

M ame: IhD

* Connect to a printer on the [nternet or on your intranet

URL: [http://132.168.10.182/p1]

< Back I Mext » I Cancel I

6.In URL’s box, input print server’s IP address, for example, http://192.168.10.182/Ip1. Then
Click Next.

** |p1 is the queue name for print port-1, Ip2 for print port-2 and Ip3 for print port-3.

7.1t will check print server to connect to printer, if not, it will appear as follow picture. Then
Click OK.

Connect to Printer ﬂ

The server on which the 'DESKIET 810C printer resides does not have the correct
prinker driver installed, IF you wank ta install the driver on your lacal computer, dick OK,

oK Cancel |

8. Select the appropriate printer manufacturer and printer type and click “Next”, appear as
follow picture.

Add Printer Wizard

Add Printer Wizard
The manufacturer and model determine which printer ta use.

Select the manufacturer ahd madel of pour printer. IF your printer came with an installation
digk. click Hawe Disk. If your printer is naot listed, consult vour printer documentation for a
compatible printer.

M anufacturers: Printers:

Epzon ;I HF Lazerlet Gl ;I

Fuijitzus HP Lazerlet BF

GCC — | HP Laser)et 5P

Generic HP Lazerlet 5P /ERP PostScript &

Gestetner HP Lazer)et B5i

HF HP Lazerlet 551 Mopier

[[=1¥] LI HE | mear lak RS hdaniar DG LI
Havwe Disk... |

< Back I Mexst > I Cancel I
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9.1f you want your Windows-based programs to use this printer as the default printer, please
select “Yes”, and Click Next. It will appear as follow picture

Add Printer Wizard

Default Printer

our computer will always send documents to the default printer unless pou zpecify
otherwize.

Do you want wour wWindows-bazed programs to uze thiz printer az the default printer?

< Hack I Meut > I [Fancel

1. Click Finish button.
2. Done.

HP Web JetAdmin Overview

HP Web JetAdmin allows you to use a Web browse to revise, view, manage and diagnose
devices connected to the print server or any standard printer MIB devices.

For more information about a procedure or Windows in the HP Web JetAdmin software, see
about HP’s relation document.

System Requirements

HP Web JetAdmin software runs on Microsoft Windows NT, HP-UX, Solaris, Red Hat Linux
and SuSE Linux system. For information on supported operating systems and browser
versions, we recommend IE or Netscape version 4 or higher. Please access HP Customer
Care Online at http://www.hp.com/go/webjetadmin.

Note: When installed on a supported host server, HP Web JetAdmin can be accessed from
any client through a supported Web browser by browsing to the HP Web JetAdmin
host.
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Installing HP Web JetAdmin

Before installing the HP Web JetAdmin software, you must have domain administrator or root
privileges:

Download the installation files from HP Customer Care Online at
http://www.hp.com/go/webjetadmin/.
Follow the instructions on the screen to install the HP Web JetAdmin software.

Note: Installation instructions are also contained in the
HP Web JetAdmin install file.

Confirming Installation and Supply Access

« Confirming that the HP Web JetAdmin software is correctly installed by navigating to it with
your browser as shown in the following. For example, http:// server domain port/ where
server domain is the host name of your web server and port is the port number assigned
during installation.

e Supply users access to HP Web JetAdmin software by adding a link to your web server’s

home page that is addressed to HP Web JetAdmin’s URL. For example:
http://server.domain:port/

Configuring and Modifying a Device

Using your browser, navigate to HP Web JetAdmin’s URL. For example:
http://server.domain:port/
Follow the instructions on the appropriate home page to configure or modify your printer.

Note: You can also substitute the server domain with TCP/IP address.

Removing HP Web JetAdmin Utility

To remove HP Web JetAdmin software from your web server, use the uninstall program
provided with the software package.
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5. Configuration from Embedded Web Server

Overview

The Print Server contains an embedded web server that can be accessed through a
supported web browser on a LAN, for example, Microsoft Internet Explorer 5.01 or higher,
Mozilla Firefox, Netscape 7.2 or higher, etc.

The embedded web server provides access to configuration and management pages for the
print server and the connected peripheral device.

Using Embedded Web Server

Before you can use the embedded web server, the print server must be configured with an
proper IP address. There are many ways to configure the print server's IP address. For
example, the Windows-based of PSAdmin utility can easily set an IP address with the print
server, please refer to the TCP/IP options of Manual Setup on chapter 3.

After an IP address is established on the print server, perform the following step:

Status Menu

Once you have finished the IP address configuration with print server. You should be use
web browser to view and management the print server. The status menu of the print server
helps administrator control the print server’'s System, Printer, Wireless, NetWare, TCP/IP,
AppleTalk, SNMP and SMB status.

Preparation

Enter the print server’s IP address in the Address field of your Web browser. Press Enter.
Then the print server page will appear. From here you can configure all print server settings.

Please follow this information in the status menu of the print server:
System Status

1.Click Status, it then appears the sub-menu.

2.Click System, it then as shown in the following picture.
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System Printer TCRIF MetWare AppleTal SHMP SHAE back |

f @ This page displays the general system information of the print server.

System Information

Frint Server Name: 1P _PrintServ2a74B0

System Contact:

System Location:

Syztem Up Time: 0:00:33

Firmware Yersion: 8.02.30E (2005/05/16 15:46:068)

MAC &ddress: 00-40-01-26-7A-B0O

E-Mail Alert: Dizabled

Print Jobs

Joh User E!aps.ed Protocol Port Status E—y_tes
Time Printed

Print Server Name: This option allows you to view device name of the print server. To
correct the print server’s device name.

System Contact: This option allows you to view contact name of the print server. To check
the print server’s contact name who in charge of this device.

System Location: This option allows you to view Location name of the print server. To
confirm the print server’s location name where the print server is located
in the office’s LAN.

System Up Time: This option allows you to view uptime of the print server. When you start

the print server, it will compute the print server from start time to power off
time.

Firmware Version: This option allows you to view firmware version of the print server. To
verify the print server’s firmware version is newer in this time.

MAC Address: This option allows you to view Node ID of the print server. The Node ID is
unique from any print server.

Email Alert: This option allows you to view the status of Email Alert feature.

Print Jobs: This option allows you to view all the print jobs sent by any network user.
Refresh

Ei?rint Jobs

Job User Elapsed Time Protocol Port Status Bytes Printed
|3 EWME-C O0min 2sec IPX/NetBEUT 1 Completed 17614
|2 Administrator 0min Osec LPR 1 Completed 118864
1 EWME-C 0min 2sec UDP 1 Completed 18443
Close
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Printer Status

1.Click Status, it then appears the sub-menu.

2.Click Printer, it then as shown in the following picture.

m

back

(5]

System Printer

This page displays the information of the printer which is currently connected to the
print server.

Mate: If wour printer does not support bi-directional function, some infarmation may
not be correctly displayed correctly.

Frinter Information

Manufacturer: Samsung
Model Number; ML-1750
Frinting Language Supported: PCLSE,PCLA
Current Status: Waiting for job

T L L T e R T T T e 0 T T L S T U e T T T T

Manufacturer: This option allows you to view manufacturer of the printer. When the printer
connected with the print server, it will be show in the manufacture box.

Model Number: This option allows you to view model of the printer. When the printer
connected with the print server, it will be show in the model box.

Printing Language Supported: This option allows you to view command to set the printer.
When the printer connected with the print server, it will be
show in the command box.

Current Status: This option allows you to view status of the printer. When the printer
connected with the print server, it will be show in the status box. For
Example, Waiting for job. It is means the printer already to printing.

Wireless Status

1.Click Status, it then appears the sub-menu.
2.Click Wireless, it then as shown in the following picture.
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SyEtem Printer

Wireless

TCRAP MetWare  AppleTalk ZhIMF

=hE

baclk

* This page displays the current wireless settings and the status of the print server,

Wireless Information

Mode:

Type:

AP's MAC Address:
SSID:

Channel Murnber;
Transmit Mode:
Data Transmit Rate:
Rx Signal Intensity:
Link Quality:
Authentication Type:

Encryption:

Client Mode
Infrastructure
on-13-84-10-B0D-E1
FOM_DonChen
3

B only

11 Mbps

-56 dBm

T0 %

Open System
Mone

TCP/IP Status

1.Click Status, it then appears the sub-menu.

2.Click TCPIP, it then as shown in the following picture.

| status |  Setup | _ Misc. | Restart |

Syatem Printer TCRAP Metvare AnpleTalk ShrAP

] @ This page displays the current TCR/IP settings of the print server.

ShiE

back|

TCP/IP Settings

Use DHCP/BOOTR: OFF

IP Address: 192.168.0.10
Subnet Mask: 255.255.255.0
Gateway: 0.0.0.0

Use DHCP/BOOTP: This option allows you to view DHCP/ BOOTP status. If there is a
DHCP/BOOTP server on your network, this option allows the print server
to obtain IP-related settings automatically from your DHCP server.

IP Address: This option allows you to view IP address from the print server. The IP address
must meet the IP addressing requirements of the network segment. (default:

192.168.0.10)

Subnet Mask: This option allows you to view subnet mask from the print server.

Gateway'’s IP: This option allows you to view gateway from the print server.
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Netware Status:

1. Click Status, it then appears the sub-menu.
2. Click Netware it then as shown in the following picture.

CRiAP MetWars AppleTalk

back

{#5]
]
1
=
o
=
m

Ln
o
Lr

{ma}

f @ Thiz page dizplays the current NetWare =zettings of the print zerver.

General Settings

Frint Server Name: DEFAULT_PS_MNAME
Polling Time: 3 seconds

MetWare NDOS Settings

LU=e NOS Mode: Dizable
Mame of the NOS Tree:

Mame of the NDS
Context:

Current Status: Disconnected

MetWare Bindery Settings

Use Bindery Mode: Cisable
Mame of the File Server: DEFAULT_FS_MNAME
Current Status: Disconnected

T L R L e e R T T L T T e T U T T e e T N S e M T U S W T e T L T M T T

General Settings:

Print Server Name: This option allows you to view print server’'s name would be configured
by PSAdmin utility.

Polling Time: This option allows you to view polling time from the print server. This function is
search for NetWare Server by per time.

NetWare NDS Setting:

Use NDS Mode: Enable or Disable.
Name of the NDS Tree.

Name of the NDS Content.

Current Status: Connect or Disconnect.
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NetWare Bindery Setting:

Use Bindery Mode: Enable or Disable.
Name of the File Server:

Current Status: Connect or Disconnect.

AppleTalk Status

1.Click Status, it then appears the sub-menu.
2.Click AppleTalk, it then as shown in the following picture.

back

)
m

Syetem Printer CRAP MetWare AppleTalk SHEP

; -..l,* Thiz page displays the current AppleTalk settings of the print server.

AppleTalk Settings

AppleTalk: i

Printer Information

ATALK _P5-267AB0-1

Fort Name:
Printer Type: LazerWriter
Cata Format: TBCP

8 8

AppleTalk Settings: If no any zone exists, the print server itself displays the zone name as
an asterisk (*) in the current AppleTalk Status of the print server in the web
browser.

Port Name: <ATALK_PS>-xxxxxx-1, where xxxxxx represents the last six digits of the print
server’s Node ID.

Printer Type: This option allows you to view printer type from the print server. If you are
using a PostScript printer you can select the LaserWriter 8 icon from your Mac
computer.

Data Format: This option allows you to view data format from the print server. If you are
using a PostScript printer you can select ASCII, TBCP or BCP format from
web configuration.

SNMP Status

1.Click Status, it then appears the sub-menu.
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2.Click SNMP, it then as shown in the following picture.

Printer TCRIP MetWare AppleTalk SHWP SMA back

!

tn
i
Tl
=

1 * Thiz page displays the current SMMP settings of the print server.

SNMP Community Settings

SMMF Community 1: public , Read-Cnly
SMMF Community 2: public , Read-COnly

SNMP Trap Settings

Send SNMF Traps: Clizable
Use Authentication Traps: Disable
Trap Address 1: 0.0.0.0
Trap Addreszs 2: 0.0.0.0

L e e T T T e e T L e P M T e e T T S M T T U T T
B S e Pt :

SNMP Communities: This option allows you to view SNMP communities from the print
server. There are two communities that control message from the
network management of the print server.

SNMP Traps: This option allows you to view SNMP traps from the print server.

SMB Status

3.Click Status, it then appears the sub-menu.

4.Click SMB, it then as shown in the following picture.

P — |

Eyetem Frinter TCRIP MetWare AppleTalk SHIMP SMB back

* This page displays the printer sharing =ettings for Microsoft Windows networks.

Workgroup

MName: WORKGROUR

Shared Name
Printerl: LP1
Printer2: LP2
Printer3: LP3
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Workgroup Name: This option allows you to view the SMB Workgroup Name from the print
server. It must match the SMB workgroup name of your
Windows-based computer

Shared Name: This option allows you to view the Shared Name from the print server.

Setup Menu

Meanwhile, you have finished the IP address configuration with print server. You should use
web browser to configure the print server. The setup menu of the print server helps
administrator to setup the print server.

Preparation

Enter the IP address of the print server as the URL, default: 192.168.0.10. Then the print
server’'s home page will appear in content of the web browser.
Please follow this information in the setup menu of the print server:

System Setup

1.Click Setup, it then appears the sub-menu.

2.Click System, it then as shown in the following picture.
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System

W This setup page allows you to configure general system settings of the print server.

E-Mail Alert Settings

E-Mail Alert: Disabled [v|

SMTP Server IP Address: |D.EI.[I.[I

Administrator E-mail Address: |

System Settings

Print Server Name: ]1F’_F’rintSer'urEE?AEhD

System Contact: ]

Systern Location: ]

Administrator's Password

Password: |

Re-type Password; |

S BB BB B B B B B e e B i o o b

Email Alert: This option allows you to Enable/Disable the Email Alert support.

SMTP Server IP Address: This option allows you to input the IP address of your Email
SMTP server.

Administrator E-mail Address: This option allows you to input your Email address that you
want to receive the notification by Email.

Print Server Name: This option allows you to input device name of the print server. To
correct the print server’s device name.

System Contact: This option allows you to input contact name of the print server. To check
the print server’s contact name who in charge of this device.

System Location: This option allows you to input Location name of the print server. To
confirm the print server’s location name where the print server is located
in the office’s LAN.

Password: This option allows you to input setup password of the print server. When you
select setup menu of web configuration from the print server, it then as shown in
the following picture.

Re-type Password.
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@ Pleasze type vour user name and paszword.

Site: 192.168.10.201
Realm PrnServr
U=zer Mame I

Pazzword I

™ Sawve this password in your passwaord list

ak I Cancel I

e User Name: You must be input the default administration user name, admin as login user
name.

e Password: The default password is empty. After setup password is completed from the
print server, you shouldn’t forget this password.

Printer Setup:

1. Click Setup, it then appears the sub-menu.
2. Click Printer, it then as shown in the following picture.

System Printer CRP MetiWare AnpleTalk SHMP =MB baclk

*This setup page allows you to enable or disable the bi-directional function of each
printer port.

Farallel Fort - Bi-directional Settings

Printer Port 1: | Auto Detect v‘

Save & Restart

BB B B BB B B B B BB B B

Bi-directional Settings: This option allows you to select the bi-directional of the print server.
There are two ways to select this option, includes Disable or Auto Detect.

Wireless Setup:

1. Click Setup, it then appears the sub-menu.
2. Click Wireless, it then as shown in the following picture.
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|_status_|__setup_ [ Misc. | Restart )

Swstem Prirter Wireless TCRAR Mettare AppleTalk ShP =hiB bacl

\& This setup page allows you to configure wireless settings of the print server,

Basic Settings

Mode: Infrastructure |
Select S5ID or Manaully | < ANT = b |
Enter SSID Below @ |z ANY = Site Survey

Channel: [1-11, 1J54)

Transmit Mode: B Dn.l-yr W

Data Transmit Rates: [ ;ﬁ;utﬁ v

Advanced Settings

Beacon Interval: (0 - 85535, default value: 100 rms)

Preamble: | Long % | (default value: Long)

Security Settings

Authentication Type: | Cpen System V

Encryption: | Mone bt

TZave & Restart

Basic Settings:

Mode: Infrastructure or Ad-Hoc mode.

Select SSID or Manually Enter SSID Below: You can use Site Survey to help you assign a
SSID or input in manually.

Channel: Specify a Channel number that meet your wireless environment.

Transmit Mode: B only, G only or Auto.

Data Transmit Rates: Choose the transmit rate of your wireless print server.

Advanced Settings:

To avoid the unexpected problem, please use these default value.

Security Settings:
Authentication Type: Open System, Shared Key or WPA-PSK(Pre-share key).

Encryption: WEP-64/128bit for Open System/Shared Key. Or TKIP/CCMP for WPA-PSK.
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TCP/IP Setup:

2. Click Setup, it then appears the sub-menu.
3. Click TCP/IP, it then as shown in the following picture.

[ status | setup | Misc. | Restart

Syatem Prirtet TCPAP Metare AnpleTalk SHMP ShiB baclk |

] ..b This setup page allows yau to configure TCPSIP settings of the print server.,

TCRAIP Settings

{ " oObtain TCPAIP settings autormatically {use DHCP/BOOTR)
* Use the following TCP/IP settings

IP Address: |192.168.0.10

Subnet Mask: |255.255.255.D

Default Router: |III.III.III.III

=ave & Restart

DHCP/BOOTP: This option allows you to select DHCP/ BOOTP option. If there is a
DHCP/BOQOTP server on your network. This option allows the print server
to obtain IP-related settings automatically from your DHCP server.

IP Address: This option allows you to input IP address from the print server. The IP address
must meet the IP addressing requirements of the network segment.

Note:

On the TCP/IP Setup screen, specify a fixed IP address is highly
recommended.

Subnet Mask: This option allows you to input subnet mask from the print server. The IP
address must meet the IP addressing requirements of the network segment.

Gateway: This option allows you to input gateway from the print server. This IP address of
gateway must meet the router or gateway to go across of the network
segment.

NetWare Setup

1.Log into your NetWare file server as a Supervisor (Admin.) or equivalent.
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2.Select NetWare and type in the Print server that created during PCONSOLE Select the

NetWare File Server to which the print server device will be attached.

3.Click Setup, it then appears the sub-menu.

4.Click NetWare, it then as shown in the following picture.

:I

Printer TCETP

L
[
I

MetiWars &pplETall SHKP SHB back

\b‘ Thiz =etup page allows you to configure the MetWare function of the print server.

General Settings

Frinter Server Name:
Folling Time:

Logon Password:

|DEFAULT_PS_NAME

13 seconds (min: 3, max: 29 seconds)

-

MetWare NDS Settings

SP—

Use NDS Mode: E.:ii.saizrl-e_fr_.:

Mame of the NDS Tree: [ |

Mame of the NDS Context: |

MetWare Bindery Settings

Use Bindery Mode: Dlsaglzl:ul

Mame of the File Server:

F| |-E. S;u-enr_n at F.n- un u:I !

L e M e T Y e W W W W T T Y Y T Y T W T R T T T Y WY Y P e W W T W T Y T Y T Y Y T e i R T T T T N e

Save & Bestart

Print Server Name: This option allows you to input print server name which configured by
PSAdmin utility or PCOMSOLE program.

Polling Time: The time interval in which the print server unit polls the file server for servicing

of print queues.

Logon Password: This option allows you to input encrypted password from the print server.
The print server login to NetWare server that administrator set password

from selected print server.

Use NDS Mode: To Enable NDS Mode, if you want to setup NDS environment. To select
Tree Name of NetWare then input context name in the Context box.
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Bindery Mode: To Enable Bindery Mode, if you want to setup Bindery environment. To

select File Server Name of NetWare.

Installing Print Server on NetWare 4.x/5.x

Due to its architecture and functionality, the print server must work under NetWare 4.x/5.x
NDS Bindery Emulation. When you install the NetWare file server for the first time, by default,
the installation program will automatically set up the Bindery Emulation function for you by
adding “SET BINDERY CONTEXT =" in the AUTOEXEC.NCEF file. By default, the bindery
context will only be set on your organization (O) object.

If you have ever modified this line, or if you have ever added any organization units (OU) to
your NDS tree after the NetWare system was installed, please read the following section
before you install the print server.

For the purpose of illustration, we assume the NDS tress structure is as follows:

[ROOT]
(O)ABC
- (OU)ABC-USA =™ T (OU)Sales
[ Admin
FileServer-1 | (OU) Tech

Installation Procedure

1.
2.
3.
4.

At your file server console, type “load install”.
Select “NCF files options”.
Select “Edit AUTOEXEC.NCF file”.

Add or Modify the “SET BINDERY CONTEXT =" line to include the NDS organization (O)
and all organization unit (OU) objects where users are located. For example: SET
BINDERY CONTEXT = O=ABC; OU=SALES.OU=ABC-USA.O=ABC;
OU=TECH.OU=ABC-USA.O=ABC ;

When done, save the new AUTOEXEC.NCEF file. Please restart your NetWare file server
in order for new settings to take effect immediately.

Next, please refer to “Auto Setup” section in this chapter to finish installing your print
server.
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7. Log into your NetWare file server as a Supervisor (Admin.) or equivalent via a Bindery
connection.

Run NetWare’'s PCONSOLE and add users to the “Queue Users” list.

From your NetWare client computer, such as Windows 95/98/Me, create a printer that is
connected (redirected) to the NetWare print queue serviced by the print server.

Note: Please refer to NetWare’'s Print Server/Services manuals for detailed PCONSOLE
commands.

AppleTalk Setup

The print server can print jobs submitted from Macintosh workstations connected to an
Ethernet using AppleTalk protocol. The basic configuration is for the print server in an
AppleTalk environment is performed simply by opening the Chooser window and selecting a
printer that is connected to the print server. The printer should be a Postscript printer.

1.Click Setup, it appears the sub-menu.

2.Click AppleTalk, it as shown in the following picture.

Syate Printe R =t\Ware AppleTalk SHKP SHB back:

\b This =etup page allows you to configure AppleTalk settings of the print zerver.

AppleTalk Settings

] AppleTalk Zone: |

Port Name: |ATALK_PS

2 lerinter Co nfiguration

] Type! ]LaserWriter

Binary Pratocol: | TBCP ‘W

Save & Restart

3.Zone Name: In this option, type an AppleTalk Zone name that you want the print server to
belong to or leave it in default (This enables the print server automatically search and link
itself to the default zone that is set on the AppleTalk router, if found). We also assume that
at least an AppleTalk Zone exists on the network. If no any zone exists, the print server
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itself displays the zone name as an asterisk (*) in the current AppleTalk Status of the print
server in the web browser.

4.Port Name: In this option, type a name for identification purpose or just leave it in default
(recommended).

Note: The default print server’s Chooser name is as shown as follows:
<ATALK_PS>-xxxxxx-1, where xxxxxx represents the last six digits of the device’s
Node ID. For example: ATALK_PS-40EEED-1. You may also change the <ATALK_PS> to
a name you like for identification purpose in this option. The print server will append the last
six digits to the name you specify.

5. Printer Type: In this option, the LaserWriter of printer type by default
(recommended).

9

6.Data Format: In this option, data format includes ASCII, TBCP and BCP.

Setting Up a Macintosh Computer

1. Ata Macintosh computer, from the Apple menu, select Chooser.

2. The Chooser window then displays an Apple Zone list. Select the Zone name that you
specified when configuring the PRINT SERVER.

Note: If you select a Zone that the PRINT SERVER doesn’t belong to, as you specified in the
previous section, no print server will be displayed in the Step 4.

3. You have to use a PostScript printer that you can select the LaserWriter 8 icon.

4. The Chooser window then displays PRINT SERVER (s) featuring the support for
AppleTalk protocol, along with its default Chooser Name in the right-hand Select A
PostScript Printer dialog box.

Note: 1.You may change the default Chooser name and Zone name of a PRINT SERVER by
using your web browser before proceeding with this installation. Please see the
previous section in this chapter for details.

2. If you use Mac OS 8.x or 9.x, please make sure your printer support PostScript.

5. Click Setup... button and choose the PPD file matching your printer, and click OK. If
your printer does not appear in the PPD file list, please contact your printer vendor. You
may also use the Generic PPD if you do not need any printer specific features.

6. Close the Chooser Windows.

7. Done.
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For LPD printing application in Mac OS X 10.4.x

1. From the Printer Setup Utility, click Add.

2. Click IP Printer and select Line Printer Daemon — LPD.

3. Input the IP address of print server and the Queue name.
For example: If printer connects to the port-1 of print server, the queue name is Ip1.

4. Choose a proper printer model from the Print Using. Then click Add.

8eee Printer Browser e
a e
Default Browser |IP Printer |
Protocol: | Line Printer Daemon - LPD =
Address: | 192.168.0.10 =

Enter host name or IP address.

Queue: Ipl *:J

Leave blank for default queue.

Name: 192.168.0.10 |

Location:

Print Using: | HP | *Y-J
‘Model A
WP Laserlet 300senes g
HP Laserjet 1320 series
HP Laser|et 2100 Series m
HP Laserjet 2200
HP Laser|et 2300
HP Laserjet 2410 A
HP Laserjet 2420 ¥

® ( More Printers... ) (  Add 4

SNMP Setup

TCP/IP networks use a standard management protocol called Simple Network
Management Protocol (SNMP). SNMP is widely used in the industry as a solution for remote
network management and monitoring of networking devices. SNMP actually includes a
protocol, a database structure specification, and a set of database objects. The database
objects are contained in a standard database called Management Information Base (MIB)
that is stored on the networking device called SNMP agent. The print server's SNMP
implementation runs in a TCP/IP environment.

A host on the network running Network Management System (NMS) software can
access the print server device by reading and writing the MIB objects stored in the device.
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The Network Management Systems are available from many third-party vendors, such as
Hewlett-Packard's OpenView.

When accessing (traversing) MIB objects in the print server using NMS software called
SNMP manager, you need to provide a community name in each SNMP request for
authentication purpose. The print server supports up to two community names. The default
community name is public (case-sensitive), with Read Only access right in default.

When an unusual condition or activity occurs, the SNMP agent alerts the SNMP
manager through SNMP traps. Following list summaries SNMP trap messages that the print
server will send out.

Activities/SNMP Trap Messages Description

Link Up or Link Down When the network interface on the print server fails, a link down
trap message is generated; if the network interface comes back
to life, a link up trap message is sent.

Cold Start or Warm Start When the print server restarts, the cold start or warm start trap
message is generated.

Authentication Failure  When the print server received a SNMP request with a
community name that does not match the community name the
print server is configured with (stored in the print server's
memory), an authentication failure trap message is generated.

In the print server's SNMP implementation, the following MIB objects are available for
updating.

MIB Object Names Description

system.sysContact Indicates the network administrator's name.
system.sysName Indicates the print server's name for identification.
system.sysLocation Indicates the location of the print server.

snmp.snmpEnableAuthenTraps
Enables or disables the function of sending SNMP Authentication
Failure trap message to the network administrator, if the
community name within a SNMP request is not correct.

Users can set up print server's SNMP functions by using their browsers.

1.Click Setup, it then appears the sub-menu.
2.Click SNMP, it then as shown in the following picture.
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baclk

m

Systen Printe CRP et\\fare AppleTalk SHMP 3

‘h This setup page allows you to configure SNMP settings of the print server.

SHMFP Community Settings
SMNMP Community Mame 1: qublic
Privilege: H.EEI-d- EJ-FII.',.-' 'VE
SMNMP Community Mame 2: 1publin:
Frivilege: _-Flead-l]nl',.-'“fq
SMNMP Trap Settings
Send SNMP Traps: ,_D|5Lal:rlev:
Use Authentication Traps: DIE-EIi:rlE '*;
Trap Address 1: JIII.EI.IZI.I'_'I

| |Trap Address 2: |0.0.0.0

Save & Restart

SNMP Community: The print server supports up to two community names. The default
community name is public (case-sensitive), with Read Only access
right in default.

Support HP WebJetAdmin: This option allows user determine to disable/enable the
Support HP WebJetAdmin.

SNMP Traps: Enable the function of sending SNMP Authentication Failure trap message to
the network administrator, if the community name within a SNMP request is
not correct.

SMB Setup

The print server supports the SMB (Server Message Block) protocol, user can send the print
jobs through Network Neighborhood without installing print server’s driver. The print server
does not support the SMB printing on Microsoft Windows Vista.

1. Click Setup, it appears the sub-menu.

2. Click SMB, it as shown in the following picture.
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Printer

(=F]
i
e
it
=

TCPP MetWare AppleTalk SHIMP SMBE back

: * This page displays the printer sharing settings for Microsoft Windows networks.

Workgroup

Name: |WORKGROUP

Shared Name

Printer: |LP1

Save & Restart

e B B e B B B

3. Workgroup Name: This option allows you to assign a workgroup name to print server on
the Network Neighborhood. Windows uses it to identify the print server on the Network.

4. Shared Name: This option allows you to assign a name to print server’s port. LP1 for
Port-1, LP2 for port-2 and LP3 for port-3.

Note:
For the SMB printing application, please refer to the Chapter Appendix.
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6. Network Print Monitor

Preparation

The print server supports TCP/IP, IPX/SPX and NetBEUI protocols under Windows
9x/Me/NT/2000/XP/2003/Vista. Please make sure that the following steps have been
completed before proceeding with installation under Windows PC.

Select A Desired Protocol

[0 The TCP/IP Protocol must be installed. For further information, please read “TCP/IP
Protocol Installation” section in this chapter.

Note: If TCP/IP protocol is chosen, please refer to “Assigning an IP Address to the print
server” section later in this chapter.

The IPX/SPX-compatible Protocol must be installed. For further information, please read
“IPX/SPX-compatible Protocol Installation” section in this chapter.

NetBEUI
The NetBEUI protocol must be installed. For further information, please read “NetBEUI

Protocol Installation” section in this chapter. The Microsoft Windows XP/2003/Vista does not
support the NetBEUI printing.
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TCP/IP Protocol Installation

Click Start, point to Settings and select Control Panel.
Double click the Network icon.

If the TCP/IP Protocol is not already installed, click Add.
Select Protocol and click Add.

Select Microsoft from the Manufacturers list.

Select TCP/IP Protocol from the Network Protocols list.

Specify an IP address, Subnet Mask, and Gateway address or specific “Obtain IP
address automatically”, if a DHCP server is available on the LAN.

Restart the computer.

Done.

Note: Using TCP/IP protocol to access the print server requires well-configured TCP/IP

settings. If you are not familiar with these settings, please consult your network
administrator for details or ask for help.

IPX/SPX-compatible Protocol Installation

wn e

Click Start, point to Settings, and select Control Panel.

Double click the Network icon.

If the IPX/SPX-compatible Protocol is not already installed, click Add.
Select Protocol and click Add.

Select Microsoft from the Manufacturers list.

Select IPX/SPX-compatible Protocol from the Network Protocols list and follow the
instructions on the screen.

Restart the computer.

Done.

52



NetBEUI Protocol Installation

1. Click Start, point to Settings, and select Control Panel.
2. Double click the Network icon.

3. Ifthe NetBEUI is not already installed, click Add.

4. Select Protocol and click Add.

5. Select Microsoft from the Manufacturers list.

6. Select NetBEUI from the Network Protocols box and follow the instructions on the
screen.

7. Restart your computer for new settings to take effect.

8. Done.

Note: For more detailed information, please refer to your Microsoft Windows
9X/ME/NT/2000 manuals.

Windows 95/98/Me/NT/2000/XP/2003 manual Installation Procedure

Please perform the steps as follows to ensure a smooth installation:

1. Run Setup from the print server’s Setup CD.

2. The Network Print Monitor for Windows 95/98/Me Setup will then appear. Click Next.

3. A message reading, “Setup is complete. You may add the Network Print Port by using
the PSAdmin” will appear. Click OK.

4. Click Start, point to Settings, and select Printers.

5. Double-click the Add Printer icon.

6. Select Local Printer and click Next.

7. Select the appropriate printer manufacturer and printer type and click Next.

8. Select LPT1 and click Next.

9. Type in the Printer Name and click Next.
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10. A message reading, “After your printer is installed, Windows can print a test page so you
can confirm that the printer is set up properly.” Select No and click Finish.

11. Double-click the newly created Printer Name icon.
12. Select Printer and Properties.
13. Click Details tab and select Add Port.

14. In the Add Port dialog box, select Other, as shown in the following picture.

Add Port ]|
Select the twpe of port you want bo add:
 Metwork

Specify the network, path to the printer:

Browse,.. |

£+ Other
Click the tppe af port you want to add:

Local Port
M etwork Print Port

(] I Cancel

15. Select the Network Print Port and click OK.

16. The Add Port box will then appear, along with the print server’s Node ID (The last 6 digits
of the Node ID, located on the back of the print server unit). Select one printer server port
from the list, which is now connected to (one of) your printer(s), as shown in the following
picture.

Add Port

kil I ¥ Tepfe | metseu | K |
Refrash l Cance |

Device Name | PID I Node I Vers *_i

I-;Jﬁ‘ 1P_PrintServ43D452 1 004001430452 5.0

3P Printserv43rFas 1 004001 43FFGA £.0 About |
:ESP_PrintSBrV‘iSFF‘BF\ 2 00400143FF24 6.0
r;';)?3F‘_F‘rintSEr\r'43FF‘ElF\ 3 00400143FF24 6.0._'

_3;; 1P_PrintServ430FDE 1 004001430F0E I 3z

4 4

Part Information

Port name ILPT:PSD311-1
Transmission timeaut ! IQD :l { seconds )
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B By default, the computer will first search for the print server(s) on the network by using
the IPX/SPX protocol.

B |f the IPX/SPX protocol is installed, the print server will be displayed along with its Node
ID, as shown in Node column. (The last 6 digits of the Node ID, located on the back of the
print server unit). Select one of the print server’s ports from the list.

B If the IPX/SPX protocol is not installed, no print server will be shown in the display box.
Then please select TCP/IP or NetBEUI alternatively.

B |t starts again to search for the print server on the network by using the protocol you
specify in the step above. When finished, the print server will be displayed along with the
its Node ID, as shown in the following picture. (The last 6 digits of the Node ID, located on
the back of the print server unit). Select one of the print server’s ports from the list.

Uninstall Network Print Port on Windows 95/98/Me/NT/2000/XP/2003

To provide users an easiest way to remove all of the Network Print Port components from
Windows 95/98/Me, the Network Print Port software comes with un-installation wizard
program to help users remove the software components from their Windows
95/98/Me/NT/2000/XP/2003 systems in minutes. Please follow the directions listed below to
proceed with the un-installation procedure.

After the Network Print Port is removed, the print server is no longer accessible via the
Network Print Port. You have to re-install the Network Print Port on your system in order to
access the print server again.

Procedure:

Click Start, point to Settings, and select Control Panel.
Double click the Add/Remove Programs icon.
Click Add/Remove tab.

Select Network Print Monitor for Windows 95/98/Me and click Add/Remove button.
The un-installation wizard program will be launched.

o gk W DN E

Follow the directions on the screen to complete the un-installation procedure.

Note: We recommend you restart your computer after un-installation is finished.
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7. TCP/IP LPR Port Printing Installation

Basic TCP/IP Installation Overview

When installing your print server in a TCP/IP environment, IP addresses are essential as a
basic means of communications. It is therefore necessary to first assign an IP address to
your print server unit. After assigning an IP address, the print server can be configured
accordingly.

Assigning an IP Address

The first step to install a print server on a TCP/IP network is to assign the print server an IP
address and other related TCP/IP settings before the print server can function. You can
select the following two methods to specify an IP address the print server. Each method will
be detailed in the following section.

1. Use the PSAdmin utility.

2. Manually specify (using DOS commands or UNIX text-mode commands. This
applies to Windows NT/2000/XP/2003/Vista and UNIX systems).

Note: The Network Print Monitor can only search for the print server(s) over the same
network segment the Windows NT/2000/XP/2003/Vista/UNIX computer is located. You
would like to install a print server on a different network segment.

DHCP
The print server supports DHCP feature, allowing the print server to obtain an IP address and
related TCP/IP settings automatically from a DHCP server. While the print server supports

DHCP, we strongly recommend you manually specify a fixed IP address to the print server.
By default, the print server's DHCP function is disabled.

Windows NT LPR Port Printing Installation

1. Click Start, point to Settings, and select Printer.

2. Run Add Printer.

3. The Add Printer Wizard screen will appear, Select My Computer and click Next.

4. Click Add Port.
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5. From the Printer Ports box as shown in the following picture, select the LPR Port.

Printer Ports EHE

Axailable Printer Ports:

Local Part

Hew Monitar. ..

Mew Port... Cancel

6. The Add LPR compatible printers box will then appear as shown in the following picture.
Type in the IP address assigned to the print server in the Name or address of server
providing Ipd box.

Add LPR compatible printer

Mame or address of server providing Ipd: |1 9272214 89

: : Cancel
Marne of printer or print queus on that server; |Ip1 e

Ll

Help

7. Inthe Name of printer or print queue on that server box, type in a printer name, e.g.
Ip1 for port-1, Ip2 for port-2 and Ip3 for port-3 of print server. Click OK.

8. In the Printer Ports box, select Close.

9. Click Next.

10. Select the appropriate printer manufacturer and printer type list and click Next.

11. Select Shared. Type in a new Share Name or leave it in default and click Next.

12. A message reading, “After your printer is installed, Windows can print a test page so you
can confirm that the printer is set up properly.”, Select Yes (Recommended) and click

Finish.

13. Done.
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Windows 2000/XP/2003/Vista Standard TCP/IP Port Printing Installation

1. click Start, point to Settings, and select Printer.
2.  Run Add Printer, Click Next.
3. The Add Printer Wizard screen will appear, Select Local Printer and click Next.

4. From the type of Create a new port box as shown in the following picture, select the
Standard TCP/IP Port, Click Next and Next.

Add Printer Wizard

Select the Printer Port
Cormputers commuricate with printers through ports.

Select the port you want your printer to uge, |f the port iz not lisked, vou can create a
new pork.

£ Use the following port;

Part | Diescription | Printer -
LPT1: Printer Port HF Lazer)et &

LPTZ: Printer Port —
LPT3: Printer Port

COk1: Senial Port
COmM: Sernial Port
Crkd 3 Saral Park ﬂ

Mote: Most computers uge the LPT1: port to communicate with a local printer.

& Create a new port:
Type: Lacal Part j

Local Port
Metwork, Print Port
Standard TCRAR Port

5. The Add Standard TCP/IP Printer Port Wizard box will then appear as shown the picture
as below, and type in the IP address assigned to the print server in the Printer Name
or IP Address box, Click Next.

Add Standard TCP/IP Printer Port Wizard |
Add Port \L
For which device do you want to add a port? N-
b

Enter the Printer Mame or IP' address, and a port name for the desired device,

Printer Name or IP Address: I1 52.162.10.200

Part Marie: |IP_1 52.168.10.200

< Back I Mest = I Cancel
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6. Inthe Add Standard TCP/IP Printer Port Wizard box as shown in the following picture,
Select Custom, Click Settings button, and click Next.

Add Standard TCP/IP Printer Port Wizard |

Additional Port Information Required
The device could not be identified. N

The detected device is of unknown type. Be sure that:
1. The device is properly configured.
2. The address an the previous page is corect.

Either comect the address and perform another gearch on the netwark by retumning to the
previous wizard page or select the device type if you are sure the address is comect.

Device Type
" Standard |Generic Metwork Card =]

& Custom Settings...

< Back | Mext > | Cancel |

7. Inthe Configure Standard TCP/IP Port Monitor box as shown in the following picture,
select LPR form Protocol, type in a queue name, e.g. Ip1 for port-1, Ip2 for port-2 and Ip3
for port-3 of print server.

8. Click OK, and Next.

Configure Standard TCP/IP Port Monitor x|

Fort Settingsz |

Port Mame: IIP_‘I 92168.10.200
Frinter Name or IP Address: |1 9216810200
— Pratocol

" Faw ' LPR

—FRaw Settings
Fart Mumber: IE!'I oo

—LPR Settings
Hueus Harme: ||p1|

[ LPR Byte Counting Enabled

— SMMP Status Enabled

Cormmunity M ame;: Ipublic

SHIF Device Indew: |1

0k, I Cancel |

Note: Please DO NOT type any other name than Ip1, Ip2 and Ip3 in this step.

9. Click Finish.
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10. Select the appropriate printer manufacturer and printer type list and click Next.
11. Type in a new Printer name or leave it in default, and click Next button.

12. A message reading, “To confirm that the printer is installed properly, you can print a test
page”. Select Yes (Recommended) and click Finish.

13. Done.

Note:
For Windows RAW protocol printing:

Port number 9101 for print server’s port-1
Port number 9102 for print server’s port-2
Port number 9103 for print server’s port-3

Configure Standard TCP/IP Port Monitor |1||z|
Fort Settingz |
Port Marme: i-ﬁ:"___'l_EIE.'I £2.0.10 i
Frinter Mame ar IF Addrezs: 1921E8.0.10
Frotocol

{OLFR

Raw Settings
Port Humber: l |E|'I 01 |

LFR Settingz

LFR Eunte Countinig Enabled

[ ] 5MMP Statuz Enabled

Ok I[ Cancel ]
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UNIX Installation

After the static IP address is assigned, the Print Server is ready to be configured. For some
UNIX/Linux systems, we include the detailed installation procedures below. If you can't find
the installation procedure corresponding to your UNIX system, please refer to your UNIX
manuals for details about configuring your UNIX for the “remote printing system”.

SCO UNIX 8.0.0 (Caldera Open Unix 8.0.0)
1. Select “SCO Admin”.

2. Select “Printer Setup Manager”.
3. Enter /Printer / Add TCP / IP Printer...

4. Name: Input a name you like. For example: Test.
Protocol Type: Choose “lpd (BSD)".
Make/Model: Select the printer model. For example: EPSON LQ570.
Printer Connection Type: Choose “On Remote Server”.
Remote System: Input the IP address of the printer server. For example: 192.168.1.250.
Remote Printer: Ip1 or Ip2 or Ip3. (fixed)
If the printer connected to the first print server port, please choose Ip1.
If the printer connected to the second print server port, please choose Ip2.
If the printer connected to the third print server port, please choose Ip3.

5. Click “OK”.

6. Enter /Printer / Make Default.

System V Release 4 Unix

1. For example: the print server has a static IP address: 192.168.1.100

2. Input “lpsystem —tbsd 192.168.1.100".

w

Input “Ipadmin —pal —s 192.168.1.100!Ip1". Ip1 for the first print server port.
4. Input “accept al”.

5. Input “enable al”.
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Redhat Linux 9(Fedora)

The Print Server can work under any Linux-based systems, including Slackware, RedHat,
etc, without any problems.

Basically, the Linux's printing system is based on BSD system. Although many commercial
Linux systems are available in the market and their commands will vary slightly, depending
upon which version is used, the functionality of the Linux-based variants is exactly the same.
Following are the outlined procedures (recommended for all users) on Red Hat Linux
7.2/7.3 or later with X-Window system installed.

1. Make sure that the TCP/IP is well configured on your RedHat system, including
network interface card's driver and IP-related settings say, IP address, subnet mask,
and gateway IP).
Log in root.
Assign Print Server an IP address. At shell mode:
c.1. arp -s <the IP address you want to assign to the Print Server> < Print Server
's Node ID>

wmn

c.2. Execute tftp < Print Server 's IP> get config.txt and quit tftp.

c.3. Edit the config.txt and modify the IP address, subnet mask, and gateway IP.

When done, save the config.txt.
c.4. Execute tftp <Print Server 's IP> put config.txt and quit tftp.

Start X-windows by typing startx at the shell mode.

ok

Action Test Help

=

Mew Edit Delete Default Apply

i
%5.!

Queue name + |Default | Description

L -

6. Click New button.
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Add a new print queue

Add a new print queue

On the following screens, you will be asked to provide basic
information for adding a new print queue. You will be able to
edit the more advanced options afterwards.

Mothing will be done to your settings until you hit "Apply" on
the last screen.

I &3 Help 3 cancel <§ Back [> Forward

=l

7. Click Forward button.
d Add a new print gueue = (M= P

Please enter a name for this queue. Choose a short
name that begins with a letter and contains no spaces.

Mame: |hplj2200

About

If you like, you can enter a description of the printer
to help you identify it more easily.

Short description: | HPLaser |et2200

L &3 Help ¥ cancel < Back

8. In the Name field, type a user-defined name, click Forward.
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bl Add a new print gueue
Queue type
Select a queue type: | Networked UNIX (LFD) &
Server: Queue:
192.168.10.251 Ip1
&3 Help 3% Cancel <] Back

L=

9. Inthe Queue Type field, choose Networked UNIX.

10. In the Server field, type the IP address of print server

11. In the Queue field, type a print server’s port name, which connect to the printer. For
example: Ip1.

12. Click Forward button.

13. In the Printer field, choose Postscript Printer.
Add a new print gueue

Printer model

Select the printer manufacturer and model. Depending
on how the remote queue is configured, you may need Motes...

to select the generic PostScript option here.

HF

Laser]et 2100M
Laser et 2200 “

Laser]et 2D

I wemr bt 70

‘
[
=

%A Help 3 Cancel <] Back

L=

14. Choose the model of printer and click Forward.
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hdl Add a new print gueue
Finish, and create the new print queue

About to create the following queue:

Type: Unix Print Queue
Queue: lpl@192.168.10.251
Printer: HFP Laser et 2200

3 Help 3¢ Cancel < Back & Apply

=

15. Done.
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8. Upgrading Print Server

Overview

Upgrading print server will allow you to upgrade its firmware inside the print server while the
newer software version of the print server is available from your local dealer. Depending on
the different systems users might use, this chapter is divided into several Sections; please
refer to the following lists for your systems.

1 Upgrading the print server from PSAdmin

2 Upgrading the print server from Windows NT/2000/XP/2003/Vista
3. Upgrading the print server from UNIX system
4

Upgrading the print server from WEB browser

Note: 1.Before you proceed to upgrade the print server, please ensure that the necessary
binary file is located on your current working directory.
2.Before upgrading the print server, ensure that it is not printing jobs. You have to wait
until the print job is finished before you can proceed.
3.Be careful not to interrupt the file transfer. If the transfer is interrupted, the print
server may have to be re-initialized by your dealer.

Upgrading the print server from PSAdmin

1. Log into your NetWare file server as a Supervisor (Admin.) or equivalent.
2. Ensure binary file is located in the PSAdmin directory.

3. Run PSAdmin from your Windows PC.

4. Click the Upgrade icon on tool bar.

Upgrading the print server from Windows NT/2000/XP/2003/Vista
(Through TCP/IP)

1. Ensure binary file is located in your current working directory.

2. At NT/2000/XP/2003/Vista’s DOS prompt, and type “tftp —i <print server’s IP address>
put mpsXX.bin .
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3. Wait for the transfer successful message.

4. Done.

Upgrading the print server from UNIX (Through TCP/IP)

1. Login as root
2. Ensure binary file is located in your current working directory.
3. Type “tftp <print server’s IP address>".

4. At tftp prompt, type “get upgrade”.
5. Change to binary mode.

6. At tftp prompt, type “put mpsXX.bin”.
7. Wait for the file transfer to complete.
8. Quit from tftp.

9. Done.

Upgrading the print server from Browser

1. Ensure binary file is located in your current working directory.
2. Enter the IP address of the print server as the URL.

3. Click Misc, and then choose Firmware Upgrade, it then as shown in the following

picture.
:| -
! Factory Defaul Firrmueare Lpgrade

& This page allows you to upgrade the firmware of the print server.,

Mote: please make sure the firmware is correct before you proceed. If vou do not
know which firmware file vou should use, please contact vour local dealer for technical
support,

Firmware Upgrade

Select Firmware Directory and File: | Browse. . |

Firmware Upgrade |
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4. Click Browse... and select the firmware file.
5. Click Upgrade.

6. Done.

68



9. Troubleshooting

General Troubleshooting Overview

The most common problems, which cause the print server to perform improperly, are
covered in this chapter. If a problem still exists after reading this chapter, please contact your
dealer for technical support.

LED Light Indicators

The print server is equipped with LED lights to assist in diagnosing problems that are the
result of the network and/or the print server hardware itself.

Status (Green)

When the print server unit is powered on, the Status LED will flash four times as part of the
unit's Power On Self Test (POST). This indicates that the print server hardware is properly
configured.

Note: Make sure that the LED flashes four times (POST) upon connecting the power. If the
unit does not flash four times, contact your dealer for a replacement or repair.

LINK (Green)

If the network cabling is Twisted-Pair Cable, and when this light is ON, the Twisted-Pair cable
connection is problem free.

POWER (Green)

In most cases, the print server fails to send and receive network data due to incorrect use of
the network cable and/or to connector problems. Twisted-Pair Cable is 10BaseT/100BaseT
8-wire Unshielded Twisted-Pair Cable. The pin assignments for the RJ-45 connector used for
this cable must conform to the UTP cable specifications.

Power Related Problems

The print server requires an external AC power adapter in order for it to function. If you have
a power problem, check to see whether the power cord or its connectors are damaged. More
importantly, check to see that the AC power adapter included with the print server matches
the AC voltage in your country or area. Using an incorrect AC adapter will damage your print
server.

69



Print Port Related Problems

Printing data failure may be caused by a loose connection of the print server to the parallel or
USB port of the printer. Check to see if any of the pins on the parallel or USB port connector
are damaged. In addition, check the cable connection. If the pins are damaged, contact your
dealer for a replacement connector.

Windows 95/98/Me/NT/2000/XP/2003/Vista Troubleshooting

Multi-Segment LAN Environment Installation (through the Network Print Port)

If your print server and Windows 95/98/Me/NT/2000/XP/2003/Vista are located on two
different segments, and your Windows NT server is used as the router/gateway you will need
to implement the following procedures in order for your print server to function properly:

o Add the RIP for NWLink IPX/SPX compatible transport. See RIP for NWLink IPX/SPX
compatible transport Installation Procedure later in this section.

o Add the frame type 802.2 for both Ethernet adapters. See Multi-Segment Frame Type
802.2 Installation later in this section.

RIP for NWLink IPX/SPX compatible transport Installation Procedure

1. From your Windows NT server that is used as a router, select Start from the bottom left
hand corner of the screen.

Select Settings.

Select Control Panel.

Double-click the Network icon.

Select Services.

Select Add.

In the Select Network Service box, select the RIP for NWLink IPX/SPX compatible
transport. Click OK.

Follows the directions on the screen.

Done.

Nogkwp

© ®

Multi-Segment Frame Type 802.2 Installation

=

From your Windows NT server that is used as a router, select Start from the bottom left
hand corner of the screen.

Point to Settings, and select Control Panel.

Double-click the Network icon.

Select Protocols.Select the NWLink IPX/SPX Compatible Transport.

Select Properties.

Select your (first) network interface card and select Manual Frame Type Detection.
Click Add.

In the Frame Type field, select Ethernet 802.2.

In the Network Number field, type in an unique 8-digit hexadecimal network number.
For example: 12345ABC.

10. Select Add.

©WoOoNOORWN
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11. Repeat the Steps 8-12 for the other Ethernet adapter.
12. Restart the computer.
13. Done.

Moving the print server to A New Segment

If the print server is moved from one network segment to another after the initial installation,
through the Network Print Port, the print server must be reconfigured on the original Windows
NT server or on each Windows 95/98 computer using this print server in order for the print
server’s driver on each computer to re-establish a new connection.

Print Server Reconfiguration Procedure on Windows 95/98/Me

1. Click Start on the bottom left hand corner of the screen.
2. Select Settings and select Printers.

3. Select your printer connected to the print server, and right-click the printer icon. Select
Properties.

4. Click Details tab.

5. Click Port Settings as shown in the picture below. The print server will be displayed on
the next print server’s configuration screen.

Find your original print server according to its Port Name or other distinguished name and
click this print server.

6. Click OK and it returns to the printer’'s Properties page.
7. Click OK.

8. Done.

Print server Reconfiguration Procedure on Windows NT

Click Start on the bottom left hand corner of the screen.
Select Settings and select Printers.

Select your printer connected to the print server, and right-click the printer icon. Select
Properties.

Click Ports tab.
Click Configure Port. The print server will be shown on the next screen.

Find your original print server according to its Port Name or other distinguished name
and click this print server.
Click OK and it returns to the printer's Properties page.

Click OK.
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9. Done!

Moving Your Computer to A New Segment

If you are using the print server through the Network Print Port on your NT or Windows
95/98/Me computer and your computer is going to be moved onto another segment, you
have to reconfigure the print server on your computer to use your print server. However, this
situation is like moving the print server to a new segment. Please refer to the “Moving the
print server to a new segment” section for more detailed reconfiguration instructions.

Novell NetWare Troubleshooting

Many printing problems can be traced back to incorrect or incomplete print server
installations. It is always wise to check the installation configurations first.

In some cases, if necessary, delete the print server, print queue(s) or other setting(s). Next
recreate the necessary parameters or reconfigure the print server by running the PSAdmin.

TCP/IP Troubleshooting

When you are configuring a new print server on your NT/UNIX server through LPR Port
printing under TCP/IP protocol, you might encounter the following problem in your initial
installation steps:

" | can do the "arp" command. However, when | am going to ping or tftp the print server, it
always shows Request timed out. | have checked the print server's power and it exactly
passed the POST. Besides, the network cabling is OK. As such, | can't do tftp command to
get and put the print server's configuration file and save its IP address permanently. | can't,
therefore, continue installing the print server."

Regarding this problem, there are three possible causes:

A. The print server's Node ID you specified in the "arp" command is not correct.

If this is the case, please ensure the Node ID field in the corresponding entry of the print
server's IP address in NT's ARP cache table is correct by typing the following command at
NT's DOS prompt. "arp -a"

If the Node ID shown on the screen doesn't match the print server's Node ID, please follow
the instructions below to reset the entry.

1. At NT's DOS prompt, type "arp -d <print server's IP address>" to delete the current
entry.

2. Type "arp -s <print server's IP> <print server's Node ID>" to specify a new ARP entry.

3. Refer to Chapter 7 for the detailed instructions to complete the installation.
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B. The print server's IP address is duplicated or is as same as another computer's IP
address on the network.

If this is the case, please consult your network administrator to obtain an unused IP address
for your print server.

C. The print server is on one segment and your Windows NT server is on the other
segment.

(This troubleshooting guide will also apply to a multiple-segmented network while installing
the print server)

For example, assuming the print server is on Segment A, NT server is on Segment B, and
there is a gateway computer between Segment A and Segment B. The network might be a
complete TCP/IP network, or a hybrid of TCP/IP and IPX/SPX network.

If this is the case, you have to adopt the following steps, depending on which platform the
gateway computer is.

a.If the gateway computer is a NT/UNIX server:

You have to do the same "arp" command to specify an entry on the NT/UNIX computer as
a gateway in order for it to forward your subsequent "ping"” or/and "tftp" commands to the
print server.

b.If the gateway computer is a Novell NetWare file server:

1.Due to the presence of this NetWare file server, the IPX/SPX protocol might be used on
your network. Therefore, we strongly suggest you run the PSAdmin from any client
computer and select "Manual Setup" to specify the print server's IP address (For more
detailed information about Manual Setup, please refer to Chapter 3).

2.1f the solution described above is not applicable, you have to follow the instructions
below to set up the print server's IP address.
For the purpose of explanation, we assume the NT server is on Segment A and its IP address
is 192.72.214.66 (subnet mask: 255.255.255.224), the print server is going to be installed on
Segment B, with IP address, for example, 192.72.214.100.

1.Find an unused IP address on Segment A for temporary use in the following steps, for
example, 192.72.214.68.

2. Connect your print server to Segment A as a networked node.

3.0n your NT server, type, for example, "arp -s 192.72.214.68 00-40-01-3F-02-AB". Please
note, in this arp command you have to type 192.72.214.68 on purpose. Do not type this IP
address as 192.72.214.100.

4. Type "tftp 192.722.214.68 get config.txt". The configuration file will then be retrieved and
transferred to your NT server.
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5. Type "edit config.txt" to modify this configuration file.

6.In your editor, modify "BoxIPAddress" field from "0.0.0.0" to "192.72.214.100". Leave
other options as default and do not change their values. When done, save this new
file and quit from your editor. Please note, in this step you must specify an IP address
which is valid on Segment B, such as 192.72.214.100 in this example, rather than
192.72.214.68.

7. Type, for example, "tftp 192.72.214.68 put config.txt" to save this new configuration back
to print server.

8. Move the print server back to the Segment B.

9. Donel!
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Appendix
SMB Printing with Windows XP system

1. Enable the SMB settings from the print server's WEB configuration. Assume your
computers use the “WORKGROUP” as the SMB workgroup name in Windows.
Please assign the same SMB name to your print server. If print server uses the different

SMB name from computers’, the SMB printing won’t active.
| H

System Printer CrE Met\Ware AppleTalk SHMP back

l.h This page displays the printer sharing settings for Microsoft Windows rletwuas..

Workgroup

' )
Name: |WORKGROUP

| |Shared Name

Printer: 1LF"1 3

Save & Restart

2. Now you can find the print server from the SMB workgroup of Windows. Then, double
click it.
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2% Workgroup

File Edit W“iew Favorites Tools Help

e Back - @ @ p Search &3 Folders .-
i pddress |% Workgroup V| Go | Markon Anthirus fg +

Name = Comments

Network Tasks PrinterServer
Q Ts-ewxpp-a

;2 Add a3 nebwork place 9 Ts-sc2kpeh
s-scZkp-

g Wiew network connections

Set up a home ot small
office network

@ View waorkgroup computers

Other Places

lf’ Microsoft Windows
Metwork

9 My Computer

(£ My Documents

i) Shared Documents

G2y Printers and Faxes

1 objects selected

3. Double click it again.

¥ WIs-7119a

File Edit W“iew Favorites Tools Help

e Back - @ @ p Search &3 Folders -
i pddress | 9 WTs-7119a v| Go | Markon Anthirus fg +

e Mame = Comments
Network Tasks A1 S OK_391 Printer

;2 Add a3 nebwork place
g Wiew network connections

# Setup ahome or small
office network

@ View waorkgroup computers

Other Places

& ‘Woarkgroup

? My Computer

(5} My Documents
I Shared Documents
2y Prinkers and Faxes

1 objects

4. Now you have to install the printer’s driver.
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T WTs-7119a

{ File Edit  Wiew Favorites Tools  Help p#
i e Back - @ @ }O Search &3 Folders
i pddress | 9 WTs-7119a w Go | Markon Anthirus fg +

Name = Comments
Network Tasks oK1 391 Printer

;2 Add a3 nebwork place
g Wiew network connections

Set up a home ot small
office network

% View waorkgroup computers

Other Places

é ‘Woarkgroup
? My Computer

(5} My Documents
I Shared Documents
2y Prinkers and Faxes

Connecting to OKI_391 on Ts-711%a

The server for the printer does not have the correct printer driver installed. IF wou want to search For the proper
driver, click OK. Otherwise, dick Cancel and contact your network administrator or original equipment manufacturer

for the correct printer driver.

1 objects selected

5. Choose it from the “Add Printer Wizard”.

7 WTs-7119a - [=]x]
{ File Edit View Favorites  Tools  Help '#
: eﬁack = @ @ }O Search &3 Folders
§ address | vg WTs-7119a v| Gof Morton Antivirus E -
Name = Comments
Network Tasks LA ORI391 Printer

;2 Add a3 nebwork place
g Wiew network connections

Set up a home ot small
office network

% View waorkgroup computers

Other Places

é ‘Woarkgroup

? My Computer

(5} My Documents
I Shared Documents
2y Prinkers and Faxes

Connecting to OKI_391 on Ts-711%a

Add Printer Wizard

- Select the manufacturer and model of your printer. If your printer came with
an installation disk, click Have Disk. IF your printer is not listed, consult your
printer documentation far a compatible printer

Manufacturer | Printers |
NEC & Oki ML 3410 Elte (IBM)
i 5 DkiML 390 Bl
|
i | B okiML a0 Eite
Okidata E
Dlivedti | | ¥ OkiML 393 Ele |

ﬁ- This driver iz digitally signed.

Tell e why driver signing is important

1 objects selected

6. Install printer successfully.

77



= Help ;a’
i\_;) &‘f psaarch u:_ Folders

Wigw  Favord

Le Go | Markon Anthirus fg +

Comments
Network Tasks A~ Printer

‘2 Add a3 nebwork place

g Wiew network connections

Set up a home ot small
office network

a‘lh View workgroup computers

Other Places

%Workgmup Printer Document  Wiew Help

'a Iy Computer Dacument Mare Status Cwner Pages Size Subr]
(5} My Documents

I Shared Documents
2y Prinkers and Faxes

< i

(B2

0 document(s) in queus

1 objects selected

File Edit View Fawarites Tools Help

K_\i} \\) {} psaarch [~ Folders

i pddress ‘ 23 Printers and Faxes v Go | Morkon Antiius B~

Printer Tasks = - = é i

@ e Canon MP730 Canon MP730  HP LaserJet  Kyocera Mita EPSOMN Stylus  hp deskjet
= B Fan Printer 1200 Seri...  FS-1010KX 60 Series... 5800 series
51 58 what's printing

Select printing preferences

@' Pause printing

g Share this prinker

X Delete this printer
Q" Set printer properties

Other Places

[ Control Panel

3 Scanners and Cameras
B My Documents

[} My Pictures

4 My Computer

Status: Ready Documents: O
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Reset Button

Reboot the Print server:
1. Verify the power of print server is turned on.
2. Press the reset button once, and then release it.

WARNING: This will restart the print server and stop all on-going and pending print jobs!

Perform a Factory Default:

Disconnect the external power adapter.

Hold down the reset button.

Reconnect the external reset button. Wait about 5~6 seconds.
Release the reset button.

The print server will restart.

arnE

WARNING: This will erase all settings of print server to default and should be performed with
caution!

After performing a factory default, the default settings will be:
® DHCP client: off

® |P address: 192.168.0.10

® Subnet Mask: 255.255.255.0

Print Self-test Page:

1. Verify the power of print server is turned on.

2. Press the reset button for 5 seconds, and then release it.

3. Then the self-test page including the factory default settings will be printed to parallel
port(PID-1).

Note:

1. It is strongly recommended to use Laser Printer for self-test page printing.

2. Some printers are not supposed to print the self-test page completely. For example, the
HP deskjet 948c/895CXi will print the self-test page, but its paper-out LED will light up.

O O O d DDMhpgoF'nwerRE{:s}Et

10mbps OSTatuS

Q 0O O

Feset Button
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Frequently Asked Questions

Question A

Print jobs are sent to the print queue successfully, but fail to be sent to the printer.
Possible explanations

1. The Print server Name/Print Queue configuration in PCONSOLE is incorrect.

2. The Print server name specified and stored in the print server memory doesn’t match the
same one set in PCONSOLE.

3. The network cable or power adapter connected to the print server is loose or
disconnected.

4. The printer is off-line, jammed or out of paper.

Solutions

Check all the information in PCONSOLE.

Check all the information of the print server by running PSAdmin.

Check to see that if the network cabling and power adapter are properly connected.
Recheck the print server connection by running the PSAdmin. It should read
“Connected.”

PN PE

Question B

Print jobs start printing, but print very slowly or print unknown characters.

Possible explanation and solution

A printer driver is missing or is incompatible with that printer. Using a print driver that is not
specific for the printer can cause printing errors. Install the proper printer driver. If these

printer drivers are not available to you, please contact your printer manufacturer.

Question C

The upgrading process indication bar stops and does not seem to proceed again while
upgrading the print server.

Possible Explanation
There might be a network problem. This causes the upgrading procedure to fail.
Solutions

1.Check the network cabling, especially from the workstation running the PSAdmin to the
print server unit.

2.Run the PSAdmin and upgrade the print server again.
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Question D

The Status LED light keeps blinking after POST.

Possible explanation and solution

The last upgrade process was not completed. The print server must be upgraded again by

using the PSAdmin. Please see Chapter 3 for details.

Question E

The PSAdmin reports “Create Print server Error”, “Create Printer Error”, or “Create Print
Queue Error” while using Auto Setup.

Possible Explanation

The print server name, the printer name, or the print queue name you specified in the Auto
Setup dialogue box contains a space.

Solution
Check to see if there is a space in the print server name, the printer name, or the queue
name. Type in a new hame without a space between two characters or replace a space by a

dash (-) or an underscore ().

Question F

The PSAdmin reports “Print server Already Exists”, “Printer Already Exists”, or “Print Queue
Already Exists” after specifying the print server name, or the print queue name in Auto Setup.

Possible Explanation

A same print server name or queue names exists in the specific NetWare file server as the
one you specified in the Auto Setup dialogue box.

Solution
Specify a new print server name or queue name in the Auto Setup.

Question G

The setup Wizard can't find print server.
Possible Explanation

The Personal Firewall installed in your computer blocks the connection.
Solution

Please disable the Personal Firewall or adjust the security level to lower.
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Additional Installation Instructions
Panasonic KX-P6100/6300/6500

If you are using a Panasonic KX-P6100/6300/6500 laser printer with the print server through
the Network Print Port under Windows 95/98, please redirect the printer named
“Panasonic KX-P6100 PCL” or “Panasonic KX-P6300 PCL”, or “Panasonic KX-P6500
PCL” to the print server through the Network Print Port.

DO NOT redirect the printer named “Panasonic KX-P6100 GDI”, “Panasonic KX-P6300
GDI”, or “Panasonic KX-P6500 GDI” to the print server.

Please note that the print server doesn’t support printing with host-based printers,

e.g. CAPT, GDI, and PPA printers. Furthermore, the print server doesn’t support any
non-printing functions of MFP (Multiple Function Printer).
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